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NSI Label

MAKING GREAT IDEAS STICK

NSI V-Jet350

EMBELLISHMENT PRINTERS

NSI V-Jet750

High precision smart negative
pressure sensor, Sensitive
printhead pressure control

(1) Books, Covers,

and catalog
Print on demand for a
secondary printing to
lower inventory

e Inner and outer
package

Good for print-on-demand

short-run package jobs with

high reqiurement on visual effet

9 Enhacement on
Printings

With CCD-assited registration

system to print varnish, and UV

foiling to improve quality

NSI V-Jet6042

Feeder

Automatic paper fedding system

Multiple sheet sensor system
Loading capacity: 3500 sheets
paper at 250gsm

(2] Greeting card, name

card and invitation card
Good for personalized greetind card,
name card and invitaiton cards of all
sizes and materials

0 Direct-to-mail,

posts cards
High personalized direct-to-mails with
better advertising result than traditional
printing

(@ others

Persinalized Calender,
VIP voucher, promotion itms,
Menu

Parameters NSI V-Jet

Printhead Drop-on-demand pieco,1024 nozzles
Print width 710mm
Print Speed 15-20m/min
. . 3D:Max thickness to reach 110 um

Varnish thickness Minimum thickenss to 40 ym
Type Coated paper, White card board

P! Matt lamination, Soft Touch Film...

P 2 210x297mm

Material width <787x1092mm>
Paper weight 135g/m-400g/nt
Stacking height 25cm (2000pcs 135g/nf)

N N Registration by CCD with position
Registration difference less than 0.2MM
Operation Enviroment Temperature 18-30°C Humidity 40-70%
Power Specification AC220V 5.5KW
Printer Dimensions L7200 x W2300 x HI900mm

Efficient production

High speed printing at single pass
Folic paper: 1,500 sheets per hour

\

L7200mm xW2300mm x HI900mm equipment size,

maximum printing width 710mm,

wider printing range

With CCD assisted registration system to print

with postion difference less than 0.2mm

To print Varnish on paper or laminated jobs or
fabric from 135gsm to 400gsm for embossing
effect

Variable varnish thickness

Thickness to be done on demand
Max Thickness to reach 110 um
Minimum Thickness to 40 um

AutoFeedingSystem

Automatic paper feeding system with adjustable
paper rack, to feed a big variety of paper steadily
and accurately

Paper alignment system

To ensure the paper is fed onto right postion, so as

to print at correct postion, and to avoid misplacement

of printing

Foiling without screens

Varnish printed pictures can be followed by foiling

without screens

Represented and with installations throughout Southern Africa
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